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TEMPORARY FUEL TANKS



PLACEMENT/OPERATION OF TEMP FUEL TANK (CON’T)

Temporary AST and associated distribution piping shall be provided with spill control and secondary
containment (“liquid tight”) of sufficient volume to hold vessel contents along with rainfall from
24hr/25yr storm. CFC 3404.4.3

Vessel and associated contents shall be protected against tampering or trespassers by fencing or
other approved control measures. CFC 3404.4.4

Guard posts, K-rails, or other approved means shall be provided around the exterior of the tank for
impact protection. CFC 3404.4.5

A 15-foot area surrounding the tank and associated distribution system shall be kept free fro weeds,
debris, and combustible materials. CFC 3404.4.6

Appropriate signage (“FLAMMABLE/COMBUSITBLE LIQUIDS – KEEP FIRE AWAY”) shall be
secured to the tank and readily visible from all directions of access. CFC 3403.5

Portable fire extinguisher (2-A:20-B:C) shall be secured and readily available within 75 feet of the
tank CFC 3403.2

All temporary ASTs shall be provided with an approved means of overfill prevention. CFC
3404.2.7.5.8

Grounding for the purpose of providing a transfer of electrostatic accumulation shall be provided for
all temporary ASTs storing/transferring Class I liquids. CFC 3405.3.2

Storage of flammable (Class I) or combustible (Classes II/IIIA/IIIB) liquids in tanks shall be in
accordance with CFC Section 3404 and applicable sections of Chapter 27. CFC 3404.1


